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1. Be aware this luminaire has a lumen output switch. Make sure to select the right 
    wattage for your project.
2. Installation and commissioning may only be carried out by authorised specialists and 
    wired in cordance with the latest IEE electrical regulations or the national standards.
3. Mains power must be switched off before carrying out installation.
4. The manufacturer, shall not be liable for any damage resulting from inappropriate 
    modifications to the luminaire or faulty installation.
5. Indoor use only.
6. Caution, risk of electric shock.
    The control gear provides basic insulation between the LV supply and the control circuit.
7. Luminaires not suitable for covering with thermally insulating material.
8. Wall mounting in either vertical or horizontal position is also acceptable.

You can help protect the environment!
Please remember to respect the local regulations: hand in non-working electrical equipment to 
an appropriate waste disposal centre. The packaging material is recyclable. Dispose of the packaging 
in an environmentally friendly manner and make it available for the recyclable material collection service.
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Product Description

DIFF 3 5000-840 HF L1500 LOS  

DIFF 3 5000-840 HF E3 L1500 LOS  

DIFF 3 5000-840 HF MWS L1500 LOS  

DIFF 3 5000-840 HF E3 MWS L1500 LOS  

DIFF 3 5000-840 HFIX L1500 LOS  

DIFF 3 5000-840 HFIX E3 L1500 LOS    

SAP Code

96633566

96633567

96633568

96633569

96633570

96633571

Wattage

26W/44W/62W

28W/46W/64W

26W/44W/62W

28W/46W/64W

26W/47W

28W/49W

Lumen

3050lm/5000lm/6575lm

3050lm/5000lm/6575lm

3050lm/5000lm/6575lm

3050lm/5000lm/6575lm

3000lm/5000lm

3000lm/5000lm

Current

0.13A/0.20A/0.27A

0.15A/0.22A/0.29A

0.13A/0.20A/0.27A

0.15A/0.22A/0.29A

0.13A/0.22A

0.15A/0.24A

Voltage

220-240V~

50/60Hz

CRI

>80

CCT

4000K

Ta

-20~40°C

0~30°C

-20~40°C

0~30°C

-20~40°C

0~30°C 
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1.Sensibilité/Sensitivity

Default/Défaut

2.Durée/Hold-time 3.Luminosité/Daylight sensor

-5s
-90s
-5min
-15min

-Disable
-50Lux
-10Lux
-2Lux
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3. Connect to power supply and allow to charge for 24 hours.
4. Lumen output is typical 270lm during the emergency mode.

Emergency

5-7mm
1-2.5mm²

5-7mm
1-2.5mm²

EM3 indicator Emergency Module

Plug in battery connection before use

Dimming
Dimming range 1 % to 100 %
Digital control with:

Speed 1 % to 100 % in 1.4 s

Speed 1 % to 100 % in 0.2 s

Minimum dimming level
Maximum dimming level
Default minimum = 1 %

Default maximum = 100 %

DALI

26
W

30
00

lm

47
W

50
00

lm

Wattage Select 

Control input (DA/N, DA/L)

(DA/N and DA/L).
The control input is non-polar for digital control signals (DALI, DSI).

SwitchDIM

dimming and switching.

saved at power-down and restored at power-up.

N SL PL N DA/Ls DA/NSL PL

N L DA/Ls DA/N

HFI-X

HF  E3 HFI-X E3

DA/Ls DA/N=Dimmer

DA/Ls DA/N=Dimmer

!
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