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CiviTEQ
Cost-effective LED road lighting solution for refurbishment
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CiviTEQ 
Road lighting solution

CiviTEQ 

Road lighTing 
REfuRbishmEnT  
soluTion

 Flexible    Functional    High Performance

Recessed (3 x 12)
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Trust us to save you more

Many local authorities are in a situation where they have outdated 
public lighting installations that are in desperate need of refurbishment; 
however they only have limited budgets to do so. CiviTEQ has been 
designed with this in mind and offers the most cost-effective solution for 
all refurbishment projects. It hosts a magnitude of features to save local 
authorities more, these include advanced lighting control options, smart 
long lasting construction, best in class optical performance and many 
installation considerations to make contractors lives easier.

CiviTEQ has been engineered to deliver flexibility and functionality 
combined with the latest LED technology for high performance on 
all road classifications. The CiviTEQ range is able to adapt to any 
installation layout with a solution that is free from light pollution.

 Pedestrian  streets  Roads

Pathways Residential streets Shared areas, residential and 
commercial

Minor Roads Major roads

50W 70W 100W 150W 250W

10m

8m

6m

4m

CiviTEQ L 12000lm CiviTEQ L 17000lmCiviTEQ S 8000lmCiviTEQ S 6000lmCiviTEQ S 4000lm
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From its conception, CiviTEQ designers have considered 
the difficulties that installers typically encounter when 
installing or maintaining at height. CiviTEQ offers 
simple and intuitive handling allowing quick and easy 
operation with the minimum of tools.

CiviTEQ 
Easy installation and maintenance

7
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Easy to install 
•	Compact	and	lightweight	for	easy	handling
•	Multi-spigot	diameters	reversible	in	post-top	and	 
 lateral mounting
•	Spigot	fixation	and	tilt	setting	in	one	operation
•	Time	saving	‘Plug	and	Play’	connections	
•	Cleary	labelled	components	for	simplicity
•	Flexibility	at	lighting	point	with	the	Bi-Power	Switch	

Easy to maintain 
•	Access	from	above	in	an	ergonomic	position	
•	Convenient	access	via	easy	to	open	clip	
•	Canopy	retained	for	extra	safety	during	maintenance		 	
 operation
•	Extra-long	life	time	of	the	driver	reduces	the	 
 maintenance cycle
•	Flat	glass	enclosure	for	rapid	cleaning
•	For	increased	safety	when	the	canopy	is	opened,	an		 	
 automatic cut-off device isolates the lantern from the  
 power source 



06   |CiviTEQ | www.thornlighting.com/CTEQ

advanced lighting controls

Energy savings and lighting controls 
are key drivers for refurbishment 
projects. CiviTEQ has a wide range of 
control options which let you tailor the 
luminaire to perfectly match the project 
requirements. With CiviTEQ you can rest 
assured that you have the most efficient 
use of energy, excellent quality of light 
and improved comfort and safety for 
road users.

1. Lighting controls: 12 lighting   
 distributions, adjustable tilting, louvres
2.	Energy	savings:	ALO,	CLO,	Dimming		
	 (BP,	BPS,	BPL,	LRT)
3. Protections: 10KV, automatic   
	 disconnection	(ADC),	mains	dimming
4. Controls and Smart Lighting: Radio  
	 frequency	(RF),	Power	line	(PL),	 
	 DALI	(HFX)

CiviTEQ has been built to last. Its 
design incorporates many smart 
features to ensure longevity, easy 
installation, reduced maintenance 
and flexibility.

CiviTEQ 
smart design and optics

•	 Exceptional	thermal	performance	with	anti-dust	and	water	collecting	surface	
•	 Compact	size	with	optimum	weight/dimensions	at	a	given	flux	output
•	 Multi	-	use	spigot	for	easy	retrofit	onto	existing	columns	and	brackets
•	 Sustainable	design	from	high	quality	materials
•	 Ultra	durable	reinforced	flat	glass	optical	cover	resilient	to	unsightly	ageing	 
 and discoloration
•	 Easily	adjustable	tilting	for	accurate	beam	control
•	 External	front	and	back	louvres	can	be	easily	fitted	retrospectively	without		 	
 disconnection for extra light control and comfort
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RC NR PWC1.2

RWET1

IVS0.85
SC WR

WSC WS0.7

0.6 EWR

0.45 EWSC EWS

ratio  
Height/width

ME  
Comfort

ME S Comfort S CE Class MEW
Pedestrian 
crossing

Dry condition Wet condition

optibloC®:

CiviTEQ’s	performance	credentials	are	
enhanced	with	OptiBLOC® technology. 
OptiBLOC® is a double IP66 sealing 
system for the gear compartment and 
optic which guarantees longevity of the 
components and extended performance 
throughout the lifetime of the luminaire.

Street	Comfort	(SC) Wide	Street	(WS) Extra	Wide	Street	(EWS) Extra Wide Street Comfort  
(EWSC)

Wide	Street	Comfort	(WSC)

street oriented distribution

Road	Comfort	(RC) Wide	Road	(WR) Narrow	Road	(NR)

Road oriented distribution

Wet	Road	(RWET) Extra	Wide	Road	(EWR)

Pedestrian walkways and 
cycle	paths	(PWC)

Pedestrian	crossing	(IVS)

Walkway Pedestrian crossingstreet

best in class optics

CiviTEQ features the class-leading optical 
performance of the R-PEC optic. R-PEC offers 12 
precision light distributions, achieving wide column 
spacing, excellent uniformity plus no waste or 
obtrusive light.
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Cost-effective LED road lighting 
solution for refurbishment

CiviTEQ 
Product features

materials/finish

Performance	version:	Canopy:	die-cast	aluminium,	powder	coated	grey	RAL	9006	
(other	RAL	colours	on	request)	with	rear	clip	in	stainless	steel.	
Basic	version	with	canopy	in	glass	reinforced	polycarbonate,	RAL	9006	with	antigalvanic	
stainless steel screws
Body:	die-cast	aluminium	unpainted
Spigot: plain die-cast aluminium  
Enclosure: toughened glass
Screws: stainless steel

installation/mounting

CL1: Suitable for mounting on top Ø76mm or side Ø60mm or Ø42mm (Ø60mm 
delivery	with	reducer	MA34/42mm	fitted) 
CL2:	Suitable	for	mounting	on	top	Ø76mm	or	side	Ø60mm	(Ø34/42mm	with	
accessory	96261772) 
Variable tilting setting: 0° to +10° on post top mounting and -20° to 0° on lateral 
mounting, in 5° steps.  
Accessory	to	set	at	horizontal	0°	the	luminaire	when	retrofitted	in	side	entry	onto	
45° tilt arm  
Cable gland for Ø8 to 12mm cable. Delivered complete and ready to install, all 
supplied in a single carton

specification

To specify state:  
Unobtrusive,	cost	effective	road	lighting	solution	featuring	R-PEC®	and	Optibloc® 
with 12 precise lighting distributions, fully versatile installation possibilities, low 
maintenance requirements and no need to replace LED driver. CMS with Radio 
Frequency and Powerline system, is also compatible with other controls systems. 
Choice	of	options	and	accessories:	10KV,	automatic	disconnection,	BPS,	LRT,	
photocell and external louvres.  
As	Thorn	CiviTEQ.

•	 Offers	the	best	balance	between	cost	of	ownership	and	performance.	 
 Fitted with R-PEC® optic to bring safe and efficient light to residential streets  
 and high traffic roads

•	 Available	in	2	sizes	up	to	17klm,	12	precise	light	distributions	and	versatile		 	
 installation possibilities - CiviTEQ adapts to any installation layout

•	 Comprehensive	range	of	controls	incorporating	the	Bi-Power	Switch	to	 
 activate or deactivate dimming onsite

•	 Compact and lightweight luminaire for easy handling and installation with  
 a low windage

•	 Long	100,000	hours	life	time	B10L90	@	Ta25°C	resulting	in	low	 
 maintenance costs 

light source 

•	 From 12 LED to 72 LED

•	 100	000hrs	Drivers	and	LEDs	(L90)	at	Ta25°C

•	 Luminaire	efficacy	up	to	130Llm/W

•	 Up	to	17	000lm	(156W)	

•	 Colour Temperature 4000K but also 3000K and 5700K

•	 CRI: 70

•	 McAdams:	5	Ellipses

•	 Surge protection: 6kV mostly, 10kV on request

Applications

•	 Major roads: within and between cities, up to Me3 lighting class

•	 Minor roads: mixed traffic and residential streets

•	 Walking/cycling	paths,	car	parks	and	roundabouts

CiviTEQ S - Scx: 0,077m2
CiviTEQ L - Scx: 0,115m2

390

133

Ø42/60/76

230

580

160

Ø42/60/76

230

standards

Product dimension
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Flux as function of colour 
temperature

3000K 0.91

4000K 1.000

5700K 1.037

System power as function of Ta

35°C 	0.99			

25°C  1.00   

15°C  1.01   

Flux as function of Optic

NR 1

WR 1.01

WS 0.985

WSC 1.008

EWS 0.989

EWSC 1

RWET 1.019

RC 1.03

SC 1

PWC 1.027

IVS 0.992

EWR 0.994

Multipliers

Current  
value

Number  
of LED

System  
Power

Nominal 
Efficiency

Luminaire 
useful flux

Luminaire 
efficiency Lifetime at 25°C

mA unit W LM/W LLm LLm/W B50> B10

350

12   14   133   1,670   115   

100,000 
hours	L90

100,000 
hours	L90

24   27   142   3,330   123   

36   38   150   4,980			 130   

500

12   20   132   2,280   114   

24   38   140   4,350   121   

36   54   144   6,770   125   

700

12   28   127   3,020   110   

24   52   134   6,000   116   

36   76   135  8,930			 117   

1050
12   41   117   4,150   101   100,000 

hours L85
100,000 
hours L8524   79			 121   8,250   104   

CiviTEQ s

Current 
value

Number of  
LED

System 
Power

Nominal 
Efficiency

Luminaire 
useful flux

Luminaire 
efficiency Lifetime at 25°C

mA unit W LM/W LLm LLm/W B50> B10

350

48   51   151   6,400   125   

100,000 
hours	L90

100,000 
hours	L90

60   63   152   7,970			 127   

72   76   151   9,520			 125   

500

48   72   146   8,730   121   

60   90			 144   10,830   120   

72   109			 142   12,920			 119			

700

48   106   132   11,560   109			

60   129			 133   14,280   111   

72   156   131   16,960			 109			

CiviTEQ l

output flux

The tables below describe the indicative flux and output power of the available 
versions depending of the number of Leds and current.
The multipliers help understand the behaviour of the luminaire under different 
conditions and get a more precise value for the performances.
The	luminaire	efficiency	(expressed	in	Llm/W)	must	be	calculated	as	the	ratio	
between the output luminous flux of the luminaire and the power absorbed by  
the unit.
The tables also show the nominal LED flux so as to show the luminaire efficiency 
and for the ease of comparison between solutions.
Those values are subject to modifications as our continuous work towards the most 
efficient solutions
For precise measured values please use the photometric data of the prefered version.
All	measured	values	are	subject	to	a	tolerance	of	+/-	10%	inherent	to	the	
technology	and	in	accordance	to	IEC	PAS	62722-2-1:2011	

*	+/-10%	tolerance	
on	wattage/flux	
measurements
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materials/finish

Painted	galvanized	steel,	texturised	light	grey	close	RAL	9006	 
(any	other	RAL	on	request)
Decorative insert in steel
Top end cap: Polypropylene, black

Type Arm Length Tilt Angle Pole Top Ø Net Wt (kg) SAP Code

Single	Bracket
1x800mm   +10°  60mm   7,7   96269056			

1x800mm    +10°   76mm   7,7  96269057			

Double	Bracket
2x800mm    +10°   60mm   11,7  96269058			

2x800mm   +10°   76mm   11,7   96269059				

Wall	Bracket 500mm   +10°   -  4,4   96269060				

Mid	Pole	Bracket 500mm   +10°   - 4,2   96269061				

ordering guide

Available	on	request	(subject	to	calculations)
•	Different	arm	length
•	Different	tilt	angle

A	comprehensive	collection	of	 
functional bracket packages to  
achieve a fully harmonised design  
within the CiviTEQ range

•	  Specifically designed for CiviTEQ with the perfect balance between  
 functionality and aesthetics

•	  Options of single or twin arms, wall or side brackets are available

•	  The flexibility of the range allows for various applicationsand layouts   
 with consistent design

•	  Solid but lightweight and an included cable puller make it easy to   
 install which is one of the essentials of CiviTEQ

CiviTEQ brackets 
Product features

10˚

Ø60/76
75

800

200
400

100

Ø48

Ø42

Ø10

410429

340

10

10˚

2xØ14

500

100

350

65

100

4

3 10˚

2xØ14

500

100

350

65

100

4

3

Weight: 7.7kg
Scx: 0.87m2

Single bracket

Weight: 4.4kg
Scx:	0.59m2

Wall	Bracket

Weight: 4.2kg
Scx: 0.58m2

Mid pole bracket

10˚

Ø60/76
75

800 800

200
400

100

Ø48

Ø42

Ø10

410429

340

10

Weight: 11.7kg
Scx: 1.53m2

Double bracket

standards

Product dimensions

installation/mounting

The tube is fixed inside the post top which is available as Ø60mm or Ø76mm with 
3x120° screws in 2 rows
Cable complete with cable puller

specification

To specify state: 
Steel	galvanized	texturised	light	grey	bracket	with	black	top	end
cap. Rectangular arm tilted 10° and welded decorative insert.
Suitable for Ø60mm or Ø76mm top
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Configuration guide

CiviTEQ versions will be available in November 2015 - please contact your local sales representative. 

Example SAP designation

CQ 36L 70 757 BPS NR CLO CL1 PN MA60 PC ADC HFX PL 6F 10KV W8M MTP5 GY R6012

Rxxx RALxxxx

GY Light grey full body including spigot

MTP60F Mounting Adaptor setup in Post-top D60mm+5° tilt
MTP76F Mounting Adaptor setup in Post-top D76mm+5°
MLE42E Mounting Adaptor setup in Post-top D42mm+0° 
MLE60E Mounting Adaptor setup in Post-top D60mm+0° 

6M 6M pre-wired
8M 8M pre-wired
10M 10M pre-wired
D8M 8M pre-wired 5G DE

10kV 10kV protection

6F 6A fuse
xF xA fuse

PL Power Line control able
RF Radio Frequency control able

HFX DALI able
ADC Automatic Disconnection

PC Plastic canopy
MA42 Mounting Adatpor D42mm
MA60 Mounting Adatpor D60mm
MA76 Mounting Adatpor D76mm

PN Plus Nema socket
PM Plus Minicell IP65
5PN Nema Socket 5 PIN
PMxx Plus Minicell other

CL1 Electrical Class I
CL2 Electrical Class II

CLO Constant Light Output

RC Road & Comfort optic
RWET Road Wet optic
NR Narrow Road optic
WR Wide Road optic
WS Wide Street optic
WSC Wide Street & Comfort optic
EWS Extra Wide Street optic
EWSC Extra Wide Street & Comfort optic
EWR Extra Wide Road optic
IVS Pedestrian Crossing optic
SC Street & Comfort optic
PWC Pedestrian and cycle paths optic

BPS Bi-Power Switch (8h-50% output reduction, dimming activated)
BPx-xx Bi-Power (xh-x% output reduction)
BPL Bi-Power Line switch
LRT Light Reduction Twin phases

730 3000K CRI70
740 4000K CRI70
757 5700K CRI70

35 350mA
50 500mA
70 700mA
105 1050mA
xx xxmA

12L 12 LEDs
24L 24 LEDs
36L 36 LEDs
48L 48 LEDs
60L 60 LEDs
72L 72 LEDs

CQ CiviTEQ

How	to	order	your	CiviTEQ.

One	of	the	main	features	of	CiviTEQ	is	all	of	the	
different options and variants that can be specified, 
so in order to make it easier to order your CiviTEQ we 
have produced this configurator which allows you to 
create the exact product you require from the options 
and	variants	listed.	Once	you	have	created	your	
unique designation then your sales representative can 
quickly	find	out	the	SAP	code,	associated	price	and	
time schedule for delivery.
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Thorn Lighting Main Offices
Africa 
Thorn Europhone S.A   
156 Boulevard Haussmann  
75379 Paris Cedex 08, France 
Tel: (33) 1 49 53 62 62 
Fax: (33) 1 49 53 62 40 
info.paris@zumtobelgroup.com  
www.thornlighting.fr 

Australia 
Thorn Lighting Pty Limited  
43 Newton Road, Wetherill Park, NSW 2164 
Tel: (02) 8786 6000 
Fax: (02) 9612 2700 
infoaustralia@zumtobelgroup.com 
www.thornlighting.com.au

Austria 
ZG Lighting Austria GmbH  
Donau-City-Strasse 1, 1220 Wien 
Tel: (43) 1 258 26 01-0 
Fax: (43) 1 258 26 01-82845 
welcome@zumtobel.at 
www.thornlighting.at

Benelux 
ZG Lighting Benelux  
Rijksweg 47 A, Industriezone Puurs Nr. 442  
BE- 2870 Puurs, Belgium 
Tel: (32) 3 860 16 60 
Fax: (32) 3 860 16 69 
infobe@zumtobelgroup.com 
www.thornlighting.be

Bosnia and Herzegovina 
ZG Lighting d.o.o.  
Topal Osman Pase 18 
71000 Sarajevo, Bosnia and Herzegovina 
Tel: (387) 1 61 172 240 
welcome.ba@zumtobelgroup.com 
www.thornlighting.ba

China 
Thorn Lighting (Guangzhou) Limited 
No.12 Lianyun Road, Eastern Section, GETDO 
Guangzhou 510530 P.R. China 
Tel: (86) 20 2232 6000 
Fax: (86) 20 3228 1777 
cn.sales@zumtobelgroup.com

Croatia 
ZG Lighting d.o.o. 
Radnička cesta 80 
HR - 10000 Zagreb, Croatia 
Tel: (385) 1 640 40 80 
Fax: (385) 1 640 40 90 
welcome@zumtobel.hr 
www.thornlighting.hr

Cyprus, Greece, Malta and Turkey 
Zumtobel Lighting GmbH 
Schweizer Strasse 30, A-6851 Dornbirn, Austria 
Tel: (43) 5572 3900 
Fax: (43) 5572 22826 
welcome@zumtobel.si 
www.thornlighting.com

Czech Republic 
ZG Lighting Czech Republic s.r.o.,  
Jankovcova 2, 170 00 Praha 7 
Tel: (420) 266 782 200 
Fax: (420) 266 782 201 
thorn.cz@zumtobelgroup.com 
www.thornlighting.cz

Denmark 
Thorn Lighting A/S 
Stamholmen 155, 5. sal, 2650 Hvidovre,  
Tel: (45) 76 96 36 00 
kundeservice.dk@zumtobelgroup.com 
www.thornlighting.dk

France 
Thorn Europhane SA  
156 Boulevard Haussmann,  
75379 Paris Cedex 08, France 
Tel: (33) 1 49 53 6262 
thorn.promotion@zumtobelgroup.com 
www.thornlighting.fr

Germany 
ZG Licht Süd GmbH  
Solmsstraße 83 
60486 Frankfurt 
Tel: (49) 69 26 48 89-0 
Fax: (49) 69 26 48 89-80 
frankfurt@zumtobel.com 
www.thornlighting.de 

Hong Kong, Taiwan 
Thorn Lighting (Hong Kong) Limited 
Unit 503-508, 5/F, Building 16W, Phase 3,  
Hong Kong Science Park, N.T., Hong Kong 
Tel: (852) 2578 4303 
Fax: (852) 2887 0247 
info.hk@zumtobelgroup.com 
www.thornlighting.hk 
www.thornlighting.tw

Hungary 
ZG Lighting Hungary Kft 
H-1134 Budapest,  
Váci út 49. 
Tel: (36) 1 450 2490 
Fax: (36) 1 350 0829 
welcome@zumtobel.hu 
www.zumtobel.hu

India 
Thorn Lighting India Pvt. Ltd. 
No.43, Chamiers Road, 
Raja Annamalaipuram, 
Chennai – 600028, Tamilnadu, India. 
Tel: (91) 44 2435 7588 
Fax: (91) 44 2435 8744 
info.in@thornlighting.com 
www.thornlighting.in

Ireland 
Thorn Lighting (Ireland) Limited 
Century House, Harolds Cross Road,  
Dublin 6W 
Tel: (353) 1 4922 877 
Fax: (353) 1 4922 724 
dublinsales@zumtobelgroup.com 
www.thornlighting.co.uk

Italy 
ZG Lighting Srl socio unico 
Via G Di Vittorio, 2, Cadriano di Granarolo, 
Bologna 40057, Italy 
Tel: (39) 051 763391 
Fax: (39) 051 763088 
thorn.it@zumtobelgroup.com 
www.thornlighting.it

Kingdom of Saudi Arabia 
Zumtobel Lighting Saudi Arabia Ltd.  
P.O.Box 11911 Jeddah,21463  
Kingdom of Saudi Arabia 
Tel: (966) 012 6533077 
Fax: (966) 012 6533153 
marketing.mena@zumtobelgroup.com 
www.thornlighting.ae

Korea 
1506, Union Centre BLDG,  
837-11, Yeoksam-dong, Kangnam-gu, Seoul 
Tel: (82) 2 565 8823~4 
Fax: (82) 2 565 8827 
info.kr@zumtobelgroup.com 
www.thornlighting.kr

Latin America 
ZG Lighting Southern Europe and Latam, S.L. 
Calle Orinoco 90, planta 21, Of. 03 
Las Condes, Santiago de Chile (Chile) 
Tel: (56) 22 573 77 80 
info.latam@zumtobelgroup.com 
www.thornlighting.es 
www.thornlighting.com

Middle East - Bahrain, Kuwait, Jordan, 
Palestine, Lebanon, Iran, Yemen 
Thorn Lighting Ltd 
4B Street, Al Quoz industrial area, 
P.O.Box: 22672, 
Dubai, United Arab Emirates  
Tel: (971) 4 294 8938 
karen.sanchez@zumtobelgroup.com 
www.thornlighting.ae

Netherlands 
ZG Lighting Benelux   
Zinkstraat 24-26  
4823 AD Breda  
Netherlands  
Tel: (31) 76 541 76 64 
Fax: (31) 76 541 54 98   
info@zumtobel.nl   
www.thornlighting.nl  

New Zealand 
ZG Lighting (NZ) Limited 
399 Rosebank Road, Avondale,  
Auckland 1026, PO Box 71134, Rosebank, 
Auckland 1348 
Tel: (64) 9 828 7155 
Fax: (64) 9 828 7591 
thnz.info@zumtobelgroup.com  
www.thornlighting.co.nz 

Norway 
Thorn Lighting AS 
Strømsveien 344, 1081 Oslo 
Tel: (47) 22 82 07 00 
kundeservice.no@zumtobelgroup.com 
www.thornlighting.no

Oman 
Thorn Lighting c/o Delta Co. Ltd. LLC.  
P.O.Box: 1537; Postal Code 112 RUWI  
Tel: (968) 2470 8483 
Fax: (968) 2470 8502 
Shanty.Carvalho@zumtobelgroup.com  
www.thornlighting.ae

Poland 
ZG Lighting Polska Sp. Z o.o.   
Ul. Wołoska 9A 
02-583 Warszawa 
Polska  
Tel: (48) 22 856 74 31 
zgpolska@zumtobelgroup.com   
www.thornlighting.pl

Qatar 
Thorn Lighting c/o Arabian Link Trading 
Cleopatra Building, Office No. 8, First Floor 
P.O.Box 6026, Doha, State of Qatar   
Tel: (974) 4432 1445 
Fax: (974) 4432 1445 
dakshata.sathye@zumtobelgroup.com 
www.thornlighting.ae

Romania 
Zumtobel Lighting Romania SRL  
Str. Radu Greceanu 2, Sector 1  
RO-012225, Bucuresti, Romania  
Tel: (40) 31225 38 01  
ro.welcome@zumtobelgroup.com  
www.thornlighting.com 

Russia 
Thorn Lighting   
Skakovaya str., h. 17, bl. 2, office 2110 
125040, Moscow 
Tel: (7) 495 981 35 41 
Fax: (7) 495 981 35 42 
office.moscow@zumtobelgroup.com 
www.thornlighting.ru

Serbia and Montenegro 
ZG Lighting d.o.o. 
Beton hala – Karađorđeva 2-4 
11000 Beograd, Serbia 
Tel: (381) 69 5444802 
welcome.rs@zumtobel.com 
www.thornlighting.rs 

Singapore 
Thorn Lighting (Singapore) Pte Ltd 
5 Kaki Bukit Crescent, 04-02 Koyotech  
Building, 416238 Singapore 
Tel: (65) 6844 5800 
Fax: (65) 6745 7707 
info.sg@zumtobelgroup.com

Slovakia 
ZG Lighting Slovakia s.r.o. 
Tomášikova 64 
831 04  Bratislava 
Tel: (421) 220 300 044 
welcome@zumtobel.sk 
www.zumtobel.sk 

Slovenia 
ZG Lighting d.o.o. 
Štukljeva cesta 46, 
SI - 1000 Ljubljana, Slovenia 
Tel: (386) 1 56 09 820 
welcome.si@zumtobel.com 
www.thornlighting.si

South + East Africa 
Thorn Lighting Ltd 
Durhamgate, Spennymoor,  
County Durham, DL16 6HL 
Main Switchboard 
United Kingdom 
Tel: (44) 1388 42 00 42 
www.thornlighting.co.uk

Spain 
ZG Lighting Southern Europe and Latam, S.L. 
C/ Inocencio Fernández, 81 
28035 Madrid (Spain) 
Tel: (34) 91 659 30 76 
info.spain@zumtobelgroup.com 
www.thornlighting.es

Sweden 
Thorn Lighting AB 
Industrigatan, Box 305, SE-261 23 
Landskrona 
Tel: (46) 418 520 00 
Fax: (46) 418 265 74 
kundservice.se@zumtobelgroup.com 
www.thornlighting.se

Switzerland 
Zumtobel Licht AG 
Thurgauerstrasse 39, 8050 Zürich 
Tel: (41) 44 305 35 35 
Fax: (41) 44 305 35 36 
info@thornlighting.ch 
www.thornlighting.ch

United Arab Emirates - Abu Dhabi 
Thorn Gulf LLC 
Obeid Khaleefa Al Jaber Building 
Office No. 01, Floor '0' (zero) 
Behind National Bank of Abu Dhabi 
Tel: (971) 2 634 4144 
Fax: (971) 2 634 4116 
salesthorngulf@zumtobelgroup.com 
www.thornlighting.ae 

United Arab Emirates - Dubai 
Thorn Lighting Ltd Dubai  
4B Street, Al Quoz industrial area,  
P.O.Box: 22672,  
Dubai, United Arab Emirates 
Tel: (971) 4 294 8938 
salesthorngulf@zumtobelgroup.com 
www.thornlighting.ae

United Kingdom 
ZG Lighting (UK) Limited 
Durhamgate, Spennymoor,  
County Durham, DL16 6HL 
Tel: (44) 1388 42 00 42 
Fax: (44) 1388 42 01 56 
www.thornlighting.co.uk

www.thornlighting.com

Thorn Lighting is constantly developing and improving its products. All descriptions, illustrations, drawings and 
specifications in this publication present only general particulars and shall not form part of any contract. The right 
is reserved to change specifications without prior notification or public announcement. All goods supplied by 
the company are supplied subject to the company’s General Conditions of Sale, a copy of which is available on 
request. All measurements are in millimetres and weights in kilograms unless otherwise stated.
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5 Year Warranty
As a globally leading luminaire manufacturer, 
Thorn Lighting provides a five-year warranty 
for its complete product range within all 
European Countries.
www.thornlighting.com/warranty


